
2015
Alabama Power 
begins working on 
compliance plans.

October 2015
One coal fired unit 
retired, two coal-fired 
units converted to 
natural gas.

2020
Ash pond contains  
approximately 
22,000,000 cubic yards of 
CCR. Approximately 597  
acres in size.

1965
Plant Barry ash pond was 
placed into service.

Designed to receive and 
store coal combustion 
residuals (CCR) and serve as 
a low-volume wastewater 
treatment pond.

2007 - 2010
Gypsum pond designed and 
constructed.

Consists of 21.3 acre gypsum 
storage cell and a 10.4 
acre sedimentation pond. 
Constructed with an HDPE liner.

2020
Gypsum pond 
currently contains 
260,000 cubic 
yards of gypsum. 

May 2020
Dewatering of 
the ash pond 
began. 

April 2019
Alabama Power 
notified ADEM of 
intent to initiate 
closure of ash 
pond.

Late 2018 
Conversion to dry-ash 
handling complete.

February 2019
Low-volume wastewater 
treatment system 
operational.

June 2010
Environmental 
Protection 
Agency proposes 
coal ash regulations.

June 2018
Alabama Department 
of Environmental 
Management’s coal ash 
regulations finalized.

2015
EPA coal ash 
regulations 
finalized.

About the Plant Barry

The James M. Barry Electric Generating Plant is a 6 unit electric 
generating facility, including 2 coal-fired units, 2 gas-fired units, 
and 2 gas-fired combined cycle* units.

*Each combined cycle consists of 2 combustion turbines and a single steam turbine.
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Late 2015
Alabama Power 
announces plans to 
close ash ponds.


